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ATMCO....YOUR ASSURANCE

That every tool manufactured by ATMCO is hand assembled and tested before
shipment.

That compliance with applicable safety standards is assured through inspection &
testing.

That every tool has with it adequate instructions and a list of safety rules for the
protection of the user.

WARNING: Basic safety precautions should always be followed to reduce the risk of
personal injury including the following items Read all instructions and save for future
reference

10.

SAFETY INSTRUCTIONS FOR ALL HAND TOOLS

KNOW YOUR TOOL: Read the owners manual carefully. Learn it's applications as
well as the specific potential hazards peculiar to the model LB-100 DIN rail cutter.

KEEP WORK AREA CLEAN: Cluttered areas & work benches invite accidents.
AVOID DANGEROUS ENVIRONMENTS: Keep work area well lit.

KEEP VISITORS AWAY: All visitors should be kept a safe distance from the work
area. Do not let visitors operate tool.

STORE IDLE TOOLS: When not in use, tool should be kept in a dry safe place.

DON"T FORCE TOOL: Remove any chips which may get caught in the die with a
screw driver or other similar device.

USE THE RIGHT TOOL: Do not use the Model LB-100 for the
purpose of cutting rail it was not designed to cut.

WEAR PROPER APPAREL.: Avoid loose clothing or jewelry
which could get caught in moving parts.

ALWAYS USE SAFETY GLASSES: At all times.

SECURE TOOL: Secure tool to a solid work top using lag bolts or other similar
device.
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11. DON'T OVER REACH: Keep proper footing and balance at all times.

12. MAINTAIN TOOL WITH CARE: Keep die sharp and clean at all times for best
results and safest performance. Follow instructions for lubricating and changing
die. Keep handle clean, dry and free of oil & grease. Check moving parts for
alignment and binding as well as for breakage. Damaged parts should be replaced
immediately using only factory authorized replacement parts.

13. ACCESSORIES: The use of any accessories other than is listed or recommended
for this particular tool may be hazardous.

14. KEEP HANDS AWAY FROM ALL MOVING PARTS

15. STAY ALERT: Watch what you are doing and use common sense. Do not operate
tool when you are tired or under the influence of drugs, alcohol or medications.

OPERATIONS
Using slots provided, bolt (4) your new Model LB-100 to a solid workbench.

Select the proper die for the DIN rail being cut. Position handle to the full reward position.
Insert the DIN rail. Be sure rail snaps firmly into the die for a straight and accurate cut.
Pull handle forward with a smooth continuous movement until reaching the stop position.

NOTE: Standard ATMCO die sets are designed for cutting steel & aluminum DIN rail.

LUBRICATION

Proper and regular lubrication is one of the most important single factors determining the
useful life of your ATMCO DIN rail cutter. It has been lubricated at the factory prior to
shipment. This lubrication should be sufficient for the first few days of use. Spraying the
tool regularly with a silicon lubricant (WD-40 or equal) will greatly extend the life of the
die and allow for easier & cleaner cuts.

DIE SET REPLACEMENT

To replace die sets, you must first locate the handle in a full upright position. Remove (2)
14-20 x 2 12" socket head cap screws, remove finger guards and slide the die forward to
remove. Install correct replacement die (“F” stamp towards the front) and assemble in
reverse order. To replace the blade you must first remove the handle, ram bolt, link bolts
and (2) 3/8" x 34" socket head cap bolts. Replace the blade and assemble in reverse

order.
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ACCESSORIES

SLI-100 Stop Length Indicator with locking knob

AVAILABLE DIES

DIN 15mm x 5Smm / DIN 35mm x 7.5mm / DIN 35mm x 10mm
A-B # 1492-N1 / A-B #1492-N22

Other industry standards available on request

Grip

Handle

Lever Arm

- = ~— §\ / Link Set
= N\

Frame

CL_',_,.'_.-.:-_','_"‘“‘_“‘«\H::: | jll‘\ Die
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REPAIR & REPLACEMENT PARTS FOR THE ATMCO MODEL LB-100

LBP-1101 Grip

LBP-1102 Handle

LBP-1103 Lever Assy w/Bushings
LBP-1104 Link Set

LBP-1105 Ram

LBP-1108 Frame

LBP-1109 Finger Guard

LBP- 3575 35mm x 7.5mm Die Set
LBP- 3510 35mm x 10mm Die Set
LBP- 1505 15mm x 5mm Die Set

FOR WARRANTY SERVICE & REPAIR

ATMCO

800-890-0989 / 281-889-0502 / www.dinrail.com

USE ONLY FACTORY AUTHORIZED REPAIR & REPLACEMENT PARTS
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LOCK WASHER

M6x1.0 SHCS

COUPLING

BEFORE ASSEMBLY:
1. CHECK THAT KIT CONTAINS THESE ITEMS:

QTY | DESCRIPTION QTY | DESCRIPTION
1 | MOTOR 4 | M6x1.0 SHCS
1 | COUPLING (STEEL) 4 | LOCK WASHER
1 | COUPLING (POLYMER)

2. CHECK THAT PUMP HAS BEEN CORRECTLY INSTALLED TO ENDHEAD.

ASSEMBLY INSTRUCTIONS:
SLIDE COUPLING ONTO MOTOR SHAFT.

LOCATE MOTOR OVER PILOT ON ENDHEAD AS SHOWN.
ALIGN HOLES IN THE MOTOR WITH FOUR HOLES IN ENDHEAD.
INSTALL (4) M6x1.0 SHCS's AND LOCK WASHERS THRU ENDHEAD INTO MOTOR.

TIGHTEN (4) SHCS's TO 10-15 Ibf—ft (14—20 N—m).

U S S I R

RECOMMENDED STEP: ‘ )
1. INSTALL INTEGRAL VALVES. '

NOTE:
THE POLYMER COUPLING IS RECOMMENDED FOR CONTINUOUS DUTY APPLICATIONS.

IT IS RECOMMENDED THAT THE POLYMER COUPLING BE REPLACED AFTER
EVERY 5,000 HOURS OF USE.
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0.272" [7mm] DRILL THRU
0.438" [11mm] C-BORE
(4) HOLES EQ. SP. ON 6.29 [160mm] B.C.

5.00" [127mm]
1.25" 2.23" [57mm]
[32mm) F
A
1
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N s

N\ 2
TANK O-RING
(G1-1073-48)

3/8 BSPP 3/8 BSPP
Sﬁ%ﬁi? PRESSURE PORT AUXILIARY PORT
(PLUGGED)
RELEASE VALVE CAVITY - .
W/ FLOW CONTROL \ >7
RELIEF VALVE
CAVITY

=N

CHECK VALV_E/

CAVITY

1.625" [41mm]! 7 11.625" [41mm)
M10x 1.5
(2 PLACES)
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MOUNTING BOLT * *
r * FLAT WASHERZ

\ O-RINGS
PUMP

1. CHECK THAT KIT CONTAINS THESE ITEMS:

BEFORE ASSEMBLY:

* WASHERS ARE SUPPLIED WITH SOME

QTy DESCRIPTION PUMP DISPLACEMENTS. IF SUPPLIED

1 PUMP THEY MUST BE USED.
2 * FLAT WASHER
* %
> |* % MOUNTING BOLT USE CAUTION WHEN ASSEMBLING

ENDHEAD MAY USE M8 OR 5/16 BOLTS
2. CHECK THAT PUMP SIDE OF ENDHEAD IS FREE FROM DAMAGE AND DEBRIS.

3. CHECK THAT TWO O-RINGS ARE CORRECTLY SEATED IN EACH END OF PUMP.

4. IF THIS PUMP IS TO BE USED WITH KU_, FOLLOW THE INSTRUCTIONS
INCLUDED WITH KU_.

ASSEMBLY INSTRUCTIONS:

A CAUTION

1. CAUTION: CARELESS INSTALLATION OF PUMP SHAFT THROUGH SHAFT SEAL
WILL CAUSE SEAL DAMAGE AND OIL LEAKS.

INSERT PUMP SHAFT THROUGH SHAFT SEAL IN ENDHEAD UNTIL
PUMP IS FLUSH WITH ENDHEAD. KEEP SHAFT CORRECTLY ALIGNED THROUGHOUT,

A CAUTION
2. CAUTION: BOLTS ARE GRADE 5. DO NOT SUBSTITUTE.

% ALLOWING PUMP TO FIND ITS OWN CENTER, INSTALL TWO MOUNTING BOLTS
AND WASHERS(IF SUPPLIED) BY HAND THEN TIGHTEN TO 14-16 FT LBS.
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SOURCE LOCALLY

INLET HOSE, RETURN TUBE,
5/8"Q ID (7/80 3/8"@ 0D

(
OD) CLEAR VINYL | STEEL TUBE "=@#
TUBE RETURN TUBE

(SOURCE LOCALLY)

CLAMP
/

PIPE FITTING ~\/
PLUMBING MAGNET &
gs/ " CABLE TIE
INLET HOSE
URCE L ]
(SOURCE LOCALLY) s
N i P,
SUCTION COVER
BOLT & WASHER
BEFORE ASSEMBLY:
1. CHECK THAT KIT CONTAINS ALL THESE ITEMS:
QTY | DESCRIPTION QTY | DESCRIPTION QTY | DESCRIPTION
1 | FILTER 1| PIPE FITTING 2 | CLAMP
1 | sucTioN cover 1 | BoLT 1 | COMPRESSION NUT
2 | SCREW 1 | WASHER 1 | COMPRESSION SLEEVE
1 | CABLE TIE 1 | PLUMBING MAGNET

ASSEMBLY INSTRUCTIONS:

1. ATTACH SUCTION COVER WITH THE TWO SCREWS, TIGHTEN TO 4-6 FT LBS. INSTALL
BOLT AND WASHER, TIGHTEN TO 5-7 FT LBS

2. CUT INLET HOSE(LOCALLY SOURCED) AND RETURN TUBE(LOCALLY SOURCED)
TO LENGTH DESIRED.

3. ATTACH FILTER TO PIPE FITTING AND THEN TO INLET HOSE.
4, ATTACH INLET HOSE TO SUCTION COVER. USE CLAMPS TO HOLD IN PLACE.
5. INSERT RETURN TUBE, SECURE WITH COMPRESSION SLEEVE AND

NUT, TIGHTEN TO 3-5 FT LBS.
6. ATTACH PLUMBING MAGNET WITH CABLE TIE AS SHOWN.



Single Acting Cylinders
Service Parts

MODELS: H0501, H0503, H0505, H0507, H0509

SFA Companies 10939 N. Pomona Ave. Kansas City, MO 64153
Tel: 888-332-6419 * Fax: 816-448-2142
E-mail: sales@bvahydraulics.com Website: www.bvahydraulics.com

Not all components of the cylinder are replacement items, but are illustrated as a convenient reference of location and position
in the assembly sequence.

Parts lllustration

To ensure safe and reliable performance, replace worn or damaged parts with BVA Hydraulics Authorized Replacement Parts only.
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Single Acting Cylinders
Service Parts

MODELS: H0501, H0503, H0505, HO507 & H0509

SFA Companies
Tel: 888-332-6419  *
E-mail: sales@bvahydraulics.com

Parts List

10939 N. Pomona Ave. Kansas City, MO 64153
Fax: 816-448-2142
Website: www.bvahydraulics.com

Part Number for Model:
Item Description Qty
H0501 H0503, H0505, H0507 & H0509
1 N/A Cylinder 1
2 N/A Ram 1
3 SD05 Saddle Assy 1
3a * O-ring 1
4 HO05-6-2305-107 Protective Cap 1
5 H05-6-1804-100 Upper Bearing 1
6 * Dust Seal 1
7 * Bolt 1
8 * Special Washer 1
H05-4-0143-105 (HO0503)
9 H05-4-0141-101 ngg_j_g}ji_}gg E:ggg?; Return Spring Assy 1
H05-4-0149-107 (H0509)
10 H05-6-1204-106 Bearing 1
11 * Back-up Ring 1
12 * U-cup 1
13 CH38F Female Coupler 1
14 CDC38 Dust Cover 1
15 644-1-0060-200 Bolt 1
*) H05-3-9902-102 H05-3-9901-100 Repair Kit -

(*) - indicates items included in, and available only as part of Repair Kit
N/A - part is not available as replacement
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Model LB-100HO Pump Contrg

O

Pump
Off - On Motor
115/60/1
O
LV - Line Voltage (black)
N - Neutral (white) @ Pump
Solenoid
Start 115/60/1
— @
—0 o—()

Main Disconnect and Thermal Overload Protection pr¢




